ﬁ: Pressure Gauges

acturacy +0.6%
divsion ex 2t

LINETRONIC
TECHNOLOGIES

» Movement: made in stainless steel
» Scale angle: 270°
» Overpressure admitted: 130% of esv

» Nominal Diameter 150 mm

» Custodia — Outer Case

= Case and ring made in stainless steel AISI
304 with bayonet lock (occasionally)

» Outer case protection grade « Index: made in aluminium for micrometric
(according EN 60529): IP 55 regulation

= Protection: made in tempered glass « Internal scale: made in aluminium with

» Security feature: watertight rubber stopper Linetronic Logo personalized range scale

= Connection (according EN 837-1): 12" etched and parallax eliminator

= Sensing element: Stainless-steel AISI 316L = Accuracy/precision (according EN 837-1):

» Welding of the manometric element: electric +/- 0.6 % referred to esv
made in controlled atmospheric » Usable temperature range: -30° up to +210°C

ASTM D323
LAB-101-793/100

LAB-101-793/200

LAB-101-793/300

LAB-101-793/700

ASTM D1267
LAB-101-742/700

LAB-101-742/1750

LAB-101-742/2000

LAB-101-742/3500

Pressure gauge double scale
0-100 kPa, 0-15 Psi

Pressure gauge double scale
0-200 kPa, 0-30 Psi

Pressure gauge double scale
0-300 kPa, 0-45 Psi

Pressure gauge double scale
0-700 kPa, 0-100 Psi

Pressure Gauge double scale
0-700 kPa, 0-100 Psi

Pressure Gauge double scale
0-1750 kPa, 0-250 Psi

Pressure Gauge double scale
0-2000 kPa, 0-285 Psi

Pressure Gauge double scale
0-3500 kPa, 0-500 Psi

kPa: Long line each 1 kPa / short each 2 kPa / numbered each 10 kPa
Psi: Long line each 0.5 Psi / short each 0.1 Psi/ numbered each 1 Psi
Accuracy 0.6 kPa / 0.09 Psi

kPa: Long line each 5 kPa / short each 1 kPa / numbered each 20 kPa
Psi: Long line each 1 Psi / short each 0.2° Psi / numbered each 2 Psi
Accuracy 1.2 kPa / 0.18 Psi

kPa: Long line each 5 kPa / short each 1 kPa / numbered each 25 kPa
Psi: Long line each 1 Psi/ short each 0.2° Psi / numbered each 5 Psi
Accuracy 1.8 kPa / 0.27 Psi

kPa: Long line each 10 kPa / short each 2 kPa / numbered each 50 kPa
Psi: Long line each 1 Psi/ short each 0.5 Psi / numbered each 10 Psi
Accuracy 4.2 kPa / 0.60 Psi

kPa: Long line each 10 kPa / short each 2 kPa / numbered each 50 kPa
Psi: Long line each 1 Psi / short each 0.5 Psi / numbered each 10 Psi
Accuracy 4.2 kPa / 0.60 Psi

kPa: Long line each 10 kPa / short each 5 kPa / numbered each 100 kPa
Psi: Long line each 5 Psi / short each 1 Psi/ numbered each 25 Psi
Accuracy 10.5 kPa / 1.50 Psi

kPa: Long line each 10 kPa / short each 5 kPa / numbered each 100 kPa
Psi: Long line each 2 Psi / short each 1 Psi/ numbered each 20 Psi
Accuracy 12.0 kPa/ 1.71 Psi

kPa: Long line each 50 kPa / short each 10 kPa / numbered each 250 kPa
Psi: Long line each 10 Psi/ short each 2 Psi/ numbered each 50 Psi
Accuracy 21.0 kPa / 3.00 Psi



